
Part Number  Description 

593xx036 Glue Regulator, Low Pressure (0-100 
psi/1-8 bar) 

593xx039 Glue Regulator, High Pressure (0-160 
psi/1-12 bar) 

593xx038 Regulator Repair Kit, Model 832 

593xx120 Regulator with gauge and protector 

593xx105 Regulator with Shock Arrestor 

593xx104 Shock Arrestor 

786xx043 Gauge and protector, 0-100 psi/1-8 bar 

786xx044 Gauge & protector, 0-160 psi/1-12 bar 

786xx004 Gauge, 0-100 psi/1-8 bar 

786xx005 Gauge, 0-160 psi/1-12 bar 

786xx020 Diaphragm kit (gauge protector) 

Item Number Part Number  Description 

  1 593xx042 “T” Handle 

  2 593xx043 Locknut 

  3 593xx044 Regulator Housing – Top 

  4 798xx928 Screw, 12-24 x ¾ 

  5 593xx045 Disc 

  6 593xx046 
593xx061 

Spring, 0-100 psi/1-8 bar (593xx036 assembly) 
Spring, 0-160 psi/1-12 bar (593xx039 assembly) 

  7 593xx047 Spring support 

  8   593xx048 Diaphragm (black) 

  9 593xx049 Diaphragm protector (white) 

10 593xx050 Activator pin 

11 593xx130 Ball seat 

12 593xx052 Regulator Housing – Bottom 

13 593xx053 Ball (ceramic) 

14 593xx054 Ball support 

15 593xx055 Spring 

16 745xx080 O-ring 

17 593xx057 Bottom plug 

18 580xx018 Mounting Bracket (option) 

19 799xx039 Socket Head Pipe Plug 
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Section 5—Component Operation & Maintenance

Maintaining Fluid Regulators

Disassembly

To inspect or repair the fluid regulator, follow these steps:

1. Reduce pressure in inlet and outlet lines to zero.

2. Turn the “T” handle (1) counterclockwise until all of the
load is removed from the spring (6).

Note! The regulator can be disassembled without being
removed from the glue line.

3. Remove the bonnet screws (4), bonnet (3), upper spring
rest (5), spring (6), lower spring rest (7), diaphragm (8),
and diaphragm protector (9).

4. Lift out the valve pin (10) and unscrew the valve seat
(11), using a 7/8" socket wrench (older version regula-
tors or a 24mm socket wrench (newer regulators).v

5. Remove the bottom plug (17), gasket (16), spring (15),
ball seat (14), and ball valve (13).

Reassembly

After inspection or repair, you can reassemble the fluid regulator
by following these steps:

1. Reassemble parts in reverse order of the disassembly
procedure described above.

2. Apply a small amount of lithium grease (or equivalent)
evenly to the full length of the threads and tip of the “T”
handle (1).

3. Torque the bonnet screws (4) to 60 inch-pounds.


